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3-IN-1 LASER WELDER

1500W Hand-Held
Fiber Laser Welding Machine-CQ

2000W Hand-Held
Fiber Laser Welding Machine-CQModel

A2138150101Product Code A2138200101

Weight

Machine
97.62kg 100.0kg

Wire Feeder
13.5kg

1500 WPower 2000 W

<7.5kWTotal Power <8.0kW

Fiber LaserLaser Type

Single Phase 220V±10% 50/60HzElectricity Demand
1080nm±3nmLaser Wavelength

Working Relative Humidity Working Tempurature Working Relative Humidity
≤70% 10°C - 40°C ≤70%

Positioning Mode Cooling Mode Length of Movable Optical Fiber Line
Red Light Positioning, Copper Nozzle Water Cooling 10m

Stainless Steel / Iron <4mm
Aluminium <3mm
Clean 20-40mm

Stainless Steel / Iron <5mm
Aluminium <5mm
Clean 20-40mm

Material

Max. Welding Depth / Clean Width / Cut

Machine Dimensions 98cm x 42cm x 71.2cm
Machine Packing Dimensions 103.5cm x 45cm x 101cm

THE EQUIPMENT HAS VARITY FUNCTIONS
Laser welding, laser cleaning, laser cutting.
No professional welder is reqired.

EQUIPMENT EFFECT
Laser Welding : The welding is not deformed, and the weld is 
   smooth and beautiful without grinding.
Laser cleaning : Remove the rust layer on the metal surface
Laser Cutting : Plate and profile cutting branch.

EQUIPMENT SPEED EFFICIENCY
Laser Welding : 3-7 times of traditional welding.
Laser Cutting : Replace traditional plasma cutting machines.

EQUIPMENT PROCESSING TECHNOLOGY
Laser Welding : High machining accuracy.
Laser cleaning : Precise cleaning.
Laser Cutting : The incision shall be smooth without slag and blurr.

HIGH WELDING EFFICIENCY OF EQUIPMENT
Multifunctional wire feeder : 0.8 / 1.0 / 1.2 / 1.6mm
Smooth wire feeding, smooth weld and pulse fish scale welding.
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Hand-held welding cleaning and cutting three-in-one 
system is our latest launched a support hand-held laser 
welding, laser cleaning, laser cutting three-in-one 
integrated system.
It can freely switch working modes according to different 
application scenarios, providing diversified solutions for 
different application requirements of users.
The product covers welding head/cleaning head and 
self-developed control system, and sets multiple safety 
alarms and active safety power off and light off Settings.    

LASER WELDING TORCH (CQ SERIES)

LASER WELDING ACCESSORIES
TORCH COPPER TIP & NOZZLE

COMMON
TYPE

OTHERS
Protective Lens
Code: A5134466018
D18-T2
      

FOCUS LENS
Code: A5134466020
D20-4.5-F150
      

PROTECTIVE LENS
SEAL RING
(SPRING SEAL) 
Code: A5134466401
VS15*21*2.7
      

COLLIMATING LENS
D20*5.0-F60
      

Linear Motor 

Focus Lens Holder (Whole Set)
      

Welding Torch (Whole Set)

Welding Torch + Driver
+ Touch Screen
      

Laser Welding Wire
Feeding Roller (per pair)
Code:
A5134466008
A5134466012

- 0.8/1.0mm
- 1.2/1.6mm
      

Cleaning Kit  (Whole Set)
M23-D20-F800

Motor

Scale Tube

Wire Feeding
Bracket

Switch Button

Waterways 1 and 2
No.2 Gas Path

QBH
Protective

Sleeve

Collimator

Copper Nozzle

ReflectorFocusing
Lens

Protective
Glass

Linear (Black)
Code: A5134466803

Length : 3.0 Meter

FOCUS LENS (Cleaning)
D20-T4.5-F800
      

CUTTING TIP
(TYPE H)

Diameter (mm):
6

Code:
A5134466102

COPPER TIP
(TYPE E)

Diameter (mm):
0.8/1.0/1.2

Code:
A5134466108
A5134466110 
A5134466112
      

COPPER TIP
(TYPE A)

Diameter (mm):
6

Code:
A5134466101

COPPER TIP
(TYPE B)

Diameter (mm):
0.8/1.0/1.2/1.6
      

COPPER TIP
(TYPE D)

Diameter (mm):
6 mm
      

COPPER TIP
(TYPE F)

Diameter (mm):
0.8/1.0/ 1.2/1.6
      

COPPER TIP
(TYPE G)

Diameter (mm):
0.8/1.0/1.2/1.6
      

COPPER TIP
(TYPE C)

Diameter (mm):
6
      

NOZZLE

Diameter (mm):
0.8/1.0/1.2

Code:
A5134466108
A5134466910
A5134466912
      


